2007 Crusader Technical Specifications

Model HURRICANE TYPHOON AURORA SUPER SIROCCO SIROCCO SUPER STORM STORM CYCLONE SUPER CYCLONE
Number of Berths 2 4 4 4 5 6 4 4 4
Interior Length 4828mm / 15'10" 5344mm / 176" 5526mm / 18" 6325mm / 20'9" 6325mm / 20'9" 6325mm / 20'9" 6325mm / 20'9" 6325mm / 20'9" 6325mm / 20'9"
Exterior body length 5660mm / 18'8" 6176mm /20'3" 6347mm / 20'8" 6998mm / 23" 6998mm / 23" 6998mm / 23" 6998mm / 23" 6998mm / 23" 6998mm / 23"
Shipping Length 6550mm / 21'6" 7066mm /232" 7248mm / 23'9" 8049mm / 26" 8049mm / 26'5" 8049mm / 26'5" 8049mm / 26'5" 8049mm / 26'5" 8049mm / 26'5"
Overall Width 2286mm / 7'¢" 2286mm / 7'¢" 2286mm / 7'¢" 2286mm / 7'¢" 2286mm / 7'¢" 2286mm / 7'¢" 2286mm / 7'¢" 2286mm / 7'¢" 2286mm / 7'¢"
Overall Height 2726mm / 8'11" 2726mm / 8'11" 2600mm / 8'6.5" 2600mm / 8'6.5" 2600mm / 8'6.5" 2600mm / 8'6.5" 2600mm / 8'6.5" 2600mm / 8'6.5" 2600mm / 8'6.5"
Maximum Headroom 1908mm / 6'3" 1908mm / 6'3" 1908mm / 6'3" 1908mm / 6'3" 1908mm / 6'3" 1908mm / 6'3" 1908mm / 6'3" 1908mm / 6'3" 1908mm / 6'3"
Wheel Rim 55)x 14 55)x 14 55)x 14 55)x 14 55)x 14 55)x 14 55)x 14 55)x 14 55)x 14
Tyre Size 175 R14 99 185R 14 102 185R 14 102 175/65 R 14 86 175/65 R 14 86 175/65 R 14 86 175/65 R 14 86 175/65 R 14 86 175/65 R 14 86
Tyre Pressure at MTPLM in psi 58 58 62 44 44 44 44 44 44
Brake Size 200/50 200/50 250/40 200/50 200/50 200/50 200/50 200/50 200/50
Awning Sizes Ground to Ground 9075mm / 29'9" 9590mm / 31'5" 9660mm / 31'8" 10570mm / 34'8" 10570mm / 34'8" 10570mm / 34'8" 10570mm / 34'8" 10570mm / 34'8" 10570mm / 34'8"
Bed Sizes Option 1 Ix Single 1880 x 720mm Ix Single 1880 x 720mm Ix Single 2140 x 710mm Ix Double 2140 x 1344mm Ix Single 1880 x 720mm 2x Double 2140 x 1344mm Ix Single 1830 x 720mm Ix Single 1830 x 720mm | x Double 2140 x 1334
62" x 24" 62" x 24" 70" x 24" 70" x 44" 62" x 24" 70" x 44" 60" x 24" 60" x 24" 70" x 44"
Ix Single 1880 x 720mm Ix Single 1880 x 720mm Ix Single 2113 x 720mm Ix Double 1830 x 1290mm Ix Single 1880 x 720mm And Ix Single 1830 x 720mm Ix Single 1830 x 720mm 2 x singles 1906 x 790
62" x 2'4" 62" x 2'4" 6'11"x2'4" 60" x 4'3" 62" x 2'4" 2x Single 1830 x 690mm 60" x 2'4" 6'0" x 2'4" I 6'4"x 27"
| x Single 1800 x 635mm Ix Double 1930 x1375mm Ix Double 2074 x 1325mm 6'x23" Ix Double 1906 x 1360mm Double 1843 x 1382 6'lI"x
5" x 21" 64" x 45" 6'10" x 4'4" 2x Single 1705 x 570mm 63" x 45" 46"
| x Single 1655 x 570mm Ix Single 1962 x 570mm 57"x 1'10.5"
5'5"x I'10" 6'5.5"x 1'10.5" OR
Ix Double 2014 x 1430
67" x 48"
2x Single 1705 x 570mm
57"x 1'10.5"
Bed Sizes Option 2| Ix Double 2074 x 1480mm Ix Double 2074 x 1480mm Ix Double 2014 x 1480mm Ix Double 2074 x 1430mm Ix Double 2074 x 1430mm
6'8" x 4'10" 6'8" x 4'10" 67" x 4'10" 6'8" x 4'8" 6'8" x 4'8" I
Ix Single 1800 x 635mm Ix Double 2074 x 1325 Ix Double 1906 x 1360mm | Double 1843 x 1382 6'1"x
S x 21" 6'10" x 4'4" 6'3" x 4'5" 46"
Ix Single 1655 x 570mm Ix Single 1962 x 570mm
5'5"x I'10" 6'5.5"x 1'10.5"
M.T.P.L.M. kgs 1400kgs / 27.50cwt 1527kgs / 29.94cwt 1600kgs / 31.42cwt 1900kgs / 37.32cwt 1900kgs / 37.32cwt 1900kgs / 37.32cwt 1900kgs / 37.32cwt 1900kgs / 37.32cwt 1900kgs / 37.32cwt
Mass in Running Order kgs 1240kgs / 24.36cwt 1342kgs / 26.36cwt 1413kgs / 27.75cwt 1630kgs / 32.01cwt 1620kgs / 31.82cwt 1610kgs / 31.62cwt 1630kgs / 32.01cwt 1630kgs / 32.01cwt 1630kgs / 32.01cwt
Essential Habitation Equipment kgs 53kgs / 1.04cwt 53kgs / 1.04cwt 53kgs / 1.04cwt 102kgs / 2.00cwt 102kgs / 2.00cwt 102kgs / 2.00cwt 102kgs / 2.00cwt 102kgs / 2.00cwt 102kgs / 2.00cwt
Maximum User Payload kgs 160kgs / 31.42cwt 185kgs /3.63cwt 187kgs / 3.37cwt 270kgs / 5.30cwt 280kgs / 5.50cwt 290kgs / 5.69cwt 270kgs / 5.30cwt 270kgs / 5.30cwt 270kgs / 5.30cwt
Maximum Hitch Weight kgs 100kgs / 1.96cwt 100kgs / 1.96cwt 100kgs / 1.96cwt 100kgs / 1.96cwt 100kgs / 1.96cwt 100kgs / 1.96cwt 100kgs / 1.96cwt 100kgs / 1.96cwt 100kgs / 1.96cwt
Optional equipment payload kgs 0 0 28kgs / 0.55¢cwt 28kgs / 0.55¢cwt 28kgs / 0.55¢cwt 28kgs / 0.55¢cwt 28kgs / 0.55cwt 28kgs / 0.55¢cwt 28kgs / 0.55cwt

A manufacturing tolerance has been added to Mass in Running Order before calculating the Maximum User

Payload.

Note 1: Please take care to ensure that you have allowed for the masses of all items you intend to carry in the caravan.

Maximum User Payload includes Essential Habitation Equipment, Personal Effects and Optional Equipment.

Note 2. Warning under no cirumstances must the Technicall Permissible Laden Mass of the caravan be exceed

Note 3. All data is calculated using metric weights and measurements. The imperial figures quoted are conversions thereof.




